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NOTES:

1. Shape of back of buttress BUTTRESS DIMENSIONS
may vary as long as poured| pjpg |22 1/2° BEND 45° BEND 90° BEND
against firm undisturbed SIZE
eorth' ” ’B1 ” ’D1 ” ’Bz ’D2 ” ,83 » ’D3 ”
2. Dimension C1,C2,C3 should 6 1'=5"] 1'=5" | 128" | 1'=5" | 2-1" | 1'=6
be large enough to make 8" 1'-5" | 1'=-5" | 2—1" | 1'-6" | 2’-8"| 2'-0"
Gngle -e- equql to or |Orger 12” 11_103) 1:_10” 3) 4:) 2)_0” 4)_9:) 2,—6"
th G n 45“' » b ” ) » b ”» ’ » b » ’ ”
3. Dimension A1,A2,A3 should 16 | 5-071 220 | 3107 50 ] 62} 56
be as large as possible 20 35—6"|12-8 | 5-6 3—4"| 8-4"| 4-0
without interfering with 24" 42—4" | 3-0"|6'=10"| 3’=10"1 9’=8"| 5'=0”"
MJ bO|tS' » ) » ) » 3 9| ’ ”
4. & = 45° Minimum. S0 | = -~ 19-5 | 6-0] 1720160

S. Place polyethylene between
Concrete & pipe.
5. Megalugs shall be installed

on all bends. 8 — See NOTE 4
S — See NOTE 4

PLAN 90° BENDS PLAN 45° BENDS

Variable 3" Minf}—,
6
Concrete shall be

in contact with —————|
this quadrant
of pipe
Vs
Bedding Material
Undisturbed Earth —/
Concrete

SECTION  A—A PLAN 22 1/2° BENDS
Note: All water main bolts shall be core—blue or approved equal.
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STANDARD DETAILS
CONCRETE THRUST BLOCKING

— — See NOTE 4
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